
THE CHALLENGE

The Claude H. Dyal Water Plant in Florida

had trouble pumping highly abrasive

sludge with a solids content up to 80%,

making it one of the toughest materials

to pump. Says the Superintendent, Gary

L. Heller, "During the course of normal

operation, the rotor/stator assembly in

the progressive cavity pumps would

start wearing out after 2-3 months."

THE SOLUTION

A Discflo pump (model 403-

2HHD) with a 28% Norchrome

high head Discpac was installed

to exclusively pump lime sludge

with a 30-60% solids content.

The pump replaced two

progressive cavity pumps that

required frequent maintenance. 

THE RESULT

After 10 months of operation, the pump was disassembled and inspected by

the city's maintenance and engineering personnel. It showed no sign of wear

on the casing or the Discpac. The customer is very satisfied with the

performance of the Discflo pump. The original pump is still in use, but the

solids being pumped now range from 60-80% on a daily basis.

"The only maintenance required over the past four years has been packing

replacement," adds Gary Heller. "We have not only saved thousands of dollars

by the use of the Disclo pump, but the downtime has been greatly reduced,

improving the overall efficiency of our lime solids removal operation."
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CUSTOMER CASE STUDY

Thousands Saved in Lime Sludge Disposal
Claude H. Dyal Water Treatment Plant, Florida

Since purchasing the original Discflo pump, the water plant has purchased

more Disclo pumps for additional lime sludge and slurry applications.

Currently, they have a Discflo pump at every stage of the lime water

softening operation, from the initial lime slurry feed pumps, to pumping the

thickened lime sludge to the dewatering building from the holding tanks.

There are current plans to purchase two more

Discflo pumps as part of an upcoming expansion.

These pumps have all been in service ranging from

3-30 years, and to date, we have yet to replace the

wet-end on the pumping units.


