
THE CHALLENGE

THE SOLUTION

          Allegheny installed a few Discflo   
          Disc pumps, including a vertical 
          cantilever 604-14-2HHD Model with 
          a CD4 wet end which is designed to 
          pump hot acid recirculate with steel 
          particles of  up to 2.375" in size.

The pumps are designed for a flow rate of
750 GPM at 50 ft TDH. Some of the
pumps are made of a non-metallic PVDF
material, while the rest are our standard
stainless steel construction.

Discflo’s open, no-close-tolerance
design ideal for solids up to 4” in size,
and our ‘boundary layer effect’ limits

abrasive/corrosive wear.

THE RESULT

The Discflo equipment has
performed exceptionally well
ever since installation.

This success represents the
ability of Discflo disc pumps to
handle extremely abrasive and
corrosive fluids. 

The savings for this customer
in repair and downtime costs
has been considerable since
installation and the pumps
are expected to continue to
perform well, with minimal
wear, for many years to come. 

Extremely Abrasive Steel Application 
Allegheny Ludlum, U.S. Steelmaker

U.S. steelmaker Allegheny Teledyne
originally employed end-suction
centrifugal pumps for pumping hot
hydrofluoric/nitric acid with large
abrasive solids. However, these pumps
suffered complete failure at least four
times a year, each time costing $8,000 to
repair, for an annual cost of $32,000.

They needed a cost-effective solution for
their extremely abrasive applications,
including pumping hydrofluoric/nitric acid
solution at 1800°F containing 1/2" ceramic
brick particles. 

“In five years, we have
never had a pump
failure,” says Dave

Polcha of Steel City
Pumps, Discflo’s

distributor involved in
the project.

“Every time we’ve
inspected the disc

pumps, there has been
no sign of appreciable
wear on the Discpac”. 
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